
VR1 
HINGE # 1032 

2 x Support Plate  1018   
8 x M8 Bolt     
8 x M8 Washer     
2 x M8 Ball Studs   
2 x M8 Washers   
6 x M6 20mm Bolts   
6 x M6 Washers   
17 x Screws   
   
2 x Tub Mount 1062  
2 x Lid mount gas strut bracket  1041  
2 x Lock Bracket 1029  
2 x Gas struts (350N)   
1 x 1850mm D Rubber mould   
1 x Alcohol wipe   
1 x Instruction manual   
Fitting kit made by : 

  

 
 

  



FITTING INSTRUCTIONS NUMBER 2  

COMMODORE  SLIM-LIDS 
Part No: VR1 

GENERIC-VN46-SLIM – F68c                                  APRIL 2004                                                                              ISSUE 1 

 

BEFORE FITTING: Ensure that your Ute Lid fitting kit is complete including the keys attached to the bottom side 
of the lock. Please read fitting instructions completely before attempting to fit your new lid. 

1.  Remove two (2nd from outside on both sides) of the factory fitted tonneau cover fasteners, they are called 
“Lift-A-Dot posts”. 

2.  From the centre 
“Lift-A-Dot post”, 
measure out 
595mm towards the 
drivers side of the 
vehicle and make a 
mark. This mark 
should be just 
outside where you 
removed a “Lift-A-
Dot post”. Repeat 
this procedure on 
the passenger side. 
Align the centre of 
the hinges supplied 
with your marks 
and attach using 
the supplied self-
drilling screws (3 
screws per hinge).  

3.  It is strongly recommend at this point that you now remove the hinges that you have just fitted and clean 
away any swarf or metal filings from behind the hinges. You should then apply clear silicon sealant to 
prevent rust and water leaks to the 6 holes that you have drilled (3 per hinge), plus the 2 holes from 
which you removed the LIFT-A-DOT posts. Apply a bead of silicon to the underside of each hinge to 
prevent water from seeping under the hinges.  Refit and tighten the hinges. 

 

4.  Apply the supplied foam 
sealing tape along the back 
window ledge between the 
two hinges already fitted to 
the vehicle. Stop at the 
hinge and then start again 
on the other side of the 
hinge.  Continue around the 
corner, finishing at the car 
pillar (see photo on left). 
Ensure that where the foam 
tape meets the hinge and 
the pillar that you have a 
good tight join. You can 
apply a small bead of silicon 
at these joins to ensure that 
you have an uninterrupted 



seal from side to side. Carefully remove the Allen key bolt (4th from the front) on both sides of the vehicle 
using a good quality 5mm Allen key.  Screw the threaded gas strut ball with a flat washer (both supplied) into 
the hole.   

 
 
5.  Attach the small end of the gas strut (shaft end) onto the gas strut ball. 

6.  With the lid upside down, unscrew the 3 Phillips head screws (each side) and fit the matching gas strut 
brackets onto the lid. With one person on each side, carefully lift the lid vertical and insert the hinge tongues 
on the lid into the hinge slots on the vehicle. Carefully lower the lid, ensuring that the tongues are fully 
inserted into the slots. Attach the cylinder end of the gas struts onto the brackets on the lid. The gas strut 
ends will “click” into place when fitted properly.  The gas struts may be removed at any time by inserting a 
small screwdriver under the metal spring clip on the gas strut end and gently ease it out. You can then pop 
the strut off the ball.  Never completely remove the spring from the gas strut end.  

7.  ADJUSTMENT: (Float fitting) Close the lid and check to see if the lid fits snugly and evenly around both sides 
and the back.  If it does not, open the lid and disconnect the gas struts from the brackets on the lid (see sect 
7). Loosen the four Allen key bolts on each of the two hinges attached to the lid. One person needs to lie on 
their back in the utility while the second person closes the lid and adjusts the fit by settling the lid into the ideal 
position. The person in the Ute then re-tightens the Allen head bolts before opening the lid again. Open the 
lid and re-attach the gas struts. 

8.  To fit lock brackets you will need to lie down inside the tray and close the lid. Make a mark where the lock 
cam (arm) lines up with the sides. Open lid and install lock bracket with the screws supplied allowing for 
adjustment up and down. Do not fully tighten at this stage, as adjustment may be required at a later stage. 

9.  Close the lid and try the locks. You may need to adjust the lock bracket’s up or down. When correctly 
adjusted, you should only need to apply slight pressure to the LID in order to operate the locks.  Caution: 
Over tightening will cause damage to the locks. 

10.  Now Select the “Flat Top” or TJM Badge and carefully select the Badge placement area on the Lid. It should be located 
on  rear of the Lid on the Drivers Side about 200mm in from the side of the Ute. Clean the area with the Alcohol Wipe first 
then place Badge and hold down for 30 seconds. 

11.  Your utility should now look fantastic with its new lid fitted. Remember, when removing and refitting your Ute 
lid ensure that the hinges are fully engaged to avoid damaging or bending them.   

MAINTENANCE: Check tightness of brackets regularly. Lubricate lock monthly with graphite. Your Lid should be 
washed regularly as per your vehicle using water and normal car wash detergent. For standard gelcoat finish you 
can polish with fibreglass polish [as per boats]. For painted colour coded lids, use automotive polish. 

IF UTE HAS A BEDLINER: The Ute lid should be compatible with most brands of bedliners. The gas strut balls 
will need to be fitted through the liner, and the lock bracket should be fitted straight onto the body then cut a small 
slot through the Bedliner for the bracket to poke through. 

 

NEVER DRIVE WITH LID OPEN OR IN AN UNLOCKED POSITION 

 

HAVING TROUBLE?   CALL YOUR SUPPLIER FOR HELP.  
 


